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4 FDN @ POOL HOUSE
SCALE:  3" = 1'-0"A6.0

3 POST @ DOWNSPOUT
SCALE:  3" = 1'-0"A6.0

2 POST BASE
SCALE:  3" = 1'-0"A6.0

1 SILTATION FENCE
SCALE:  1 1/2" = 1'-0"A6.0

8 THRESHOLD @ DOOR J
SCALE:  3" = 1'-0"A6.0

7 TYP. SUB-GRADE DRAINAGE
SCALE:  1 1/2" = 1'-0"A6.0

5 FDN @ LAUNDRY/PANTRY/ENTRY
SCALE:  3" = 1'-0"A6.0

12 WDW SILL @ STAIRS
SCALE:  3" = 1'-0"A6.0

11 TOP OF RETAINING WALL @ EXPOSED CONDITION
SCALE:  2" = 1'-0"A6.0

10 WALL CAP
SCALE:  3" = 1'-0"A6.0

9 WALL TO FLOOR
SCALE:  2" = 1'-0"A6.0

16 OUTBOARD POST @ WALL
SCALE:  3" = 1'-0"A6.0

15 WALL TO WALL
SCALE:  3" = 1'-0"A6.0

14 M. BEDROOM FLOOR TRANSITION
SCALE:  2" = 1'-0"A6.0

13 FLOOR TRANSITION @ WEST WING
SCALE:  2" = 1'-0"A6.0

20 PLAN @ WEST PILASTER
SCALE:  3" = 1'-0"A6.0

19 WALL TO WALL @ BAY
SCALE:  3" = 1'-0"A6.0

18 WALL TO WALL @ G. BDRM
SCALE:  3" = 1'-0"A6.0

17 TRIDI PANEL JOINT
SCALE:  3" = 1'-0"A6.0
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STEEL OR WOOD POSTS

CONT. SILTATION FABRIC 
ANCHORED TO POSTS AND 
SECURED IN TRENCH.  
OVERLAP ADJACENT SECTIONS 
OF FENCING 12" MIN.

COMPACTED FILL IN 4"x4" 
TRENCH, MIN.

12
" 

(N
.T

.S
.)

1'
-6

"
6"

M
IN

.
M
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.

1'-0"

COMPACTED SOIL WITH 4% 
MIN. SLOPE AWAY FROM 
FOUNDATION

CLASS 2 
PERMEABLE 
GRAVEL

FILTER FABRIC

4"Ø PERF. 
DRAIN LINE, 
SEE A2.0

4"Ø SOLID
DRAIN LINE, 
SEE A2.0

FLASHING CAP TO SECURE  
FILTER FABRIC

TOP PLATE

COPPER 
FLASHING

1x3 BATTENS
O/ HARDIE 
PANEL SIDING
O/ 15 LB B.P.
O/ 1/2" PLYWD.

BLOWN CELLULOSE INSUL.
GYP. BD.

3/4" WD FLOOR
O/ QUIET FLOOR UNDERLAYMENT
O/ 3/8" PLYWD.
O/ 2x6 T&G DECKING

1x6 BASE BOARD

2" PISE

2" GUNNITE

TRIDI PANEL

2x6 PT PLATE
3 1/2" x 9 1/2" G.L. 
BEYOND

4x G.L. BLOCKING

4x BLOCKING

10d @ 6"

A35@2'-0" (SPACE @ 1'-0" 
@ HIGH STRENGTH WALLS)

2x2x14 GA WWF W/ 14GA 
STAPLES @ 4", TYP. U.O.N.
(SPACE 2" AT HIGH STRENGTH 
WALLS)

MST48 @ 2x6 SPLICE - 
TYP. @ ALL 
TRIDIPANEL TOP 
PLATES SPLICES

GYP. BD.

1x8

2" PISE

2" GUNNITE

1x3 BATTEN
SIDING, TYP.

P.T. 3x6 SILL 
W/ 5/8"Øx12" A.B. @ 4'-0"

SHEET METAL 
FLASHING CAP

FROM 3x4 RDWD

4" GUNNITE

2" PISE TRIDI WALL SYSTEM

#4 @ 12" E.W.

BP 5/8-2, TYP.
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7'-11 1/4" A.F.F.

GYP. BD.

2" PISE

P.T. NAILING PLATES

8" GUNNITE REMOVE 
FOAM THIS SECTION 
ONLY

4x G.L. BEYOND

4x G.L. 
BLOCKING

3/4" WD FLOORING
O/ RESIN PAPER
O/ 1 1/2" CONC. 
W/ 2x2 P.T. WOOD NAILERS @ 24" O.C.
O/ 3/4" PLYWD.

3/4" WD FLOORING
O/ QUIET FLOOR UNDERLAYMENT
O/ 3/8" PLYWD.
O/ 2x6 T&G DECKING

4x RIM BLK'G

1 3/4 x 11 7/8 
LEDGER

2 6

2 6

2" M
IN

.

1 
1/

2"
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20d 8" STAGGERED
AS SHOWN

2 x 2 x 11GA WWF W/ 14 GA 
STAPLES @ 2" T&B

2 #4 x 8'-0" T&B W/ BACK 
SPAN INTO TRIDI PANEL WALLS

NOTE:
SIM. DETAIL IN N-S 
DIRECTION AT WEST EDGE

A35 @ 1'-0"

1 
1/

2"

2 6

2-3/4" PISE
O/ 2 LAYERS 15 LB. B.P.
O/ 1/2" PLYWD
O/ 2x6 FRAMING

1-1/2" CONC. SLAB 
W/ RADIANT TUBING 
O/ MOISTURE BARRIER

RIM BLK'G

2x6 P.T. TOP PLATE

TOP PLATE
+ 1008' - 9 1/8"

SHEET METAL FLASHING 
O/ NEOPRENE SEAL
BTW. STANDING SEAMS 

2x6 LEDGER TO WALL 
W/ 1/2" Ø x 5" A.B. 
@ 2'-0" 

ROOF FRMG.

FL
US

H

TRIDI PANEL 
WALL SYSTEM

2x6 @ 
2'-0"

A35 @ 16"

14GA STAPLES W/ 1 
1/2" MIN.  LEGS @ 4" 
TYP. - 
SPACE 2" @ HIGH 
STRENGTH WALLS

2x2x11GA 
WWF - TYP.

1/2" PLYWD. W/ 10d @ 8" 
BOTH SIDES

12
"

6"

NOTE:
DIMENSIONS SHOWN 
ARE NOT TO SCALE 

6x6 RWD. POST, 
SEALED

3/4"Ø ALL THREAD 
ROD CAST INTO CONC 
AND EPOXIED INTO 
1"Ø HOLE IN POST

1/2"x4 1/2"x4 1/2"
NYLON SPACER, OR
APPROVED EQUAL

WASHER AND NUT

6 X 6 POST

1/2" NYLON SPACER

CONC. PATIO

3" Ø DOWNSPOUT @ POST
AS OCCURS (NOT SHOWN
FOR CLARITY)

CONC SLAB 
EXTENSION,
SEE PLAN

4"
6"

 

N.
T.

S. GRADE, SEE ELEV.

3"

1 1/2" STD. PIPE (1.9" O.D.) 
CAST INTO CONC. 

6"
12

"

N.
T.

S.

4"
2"

1 1/2" STD PIPE, EMBEDDED 
12" INTO CONC.

2-1/2"Ø M.B.

1x3 BATTENS
O/ HARDIE PANEL 
O/ 15 LB. B.P. 
O/ 1/2" PLYWD.

3x6 P.T. SILL PLATE

 6
" 

M
IN

.

GRADE

3"
 N

.T
.S

.

24
" 

2" MIN. @ SLAB

VAPOR BARRIER 
O/ 4" SAND
O/ VAPOR BARRIER
O/ 4" GRAVEL

N.
T.

S.
N.

T.
S.

4" CONC. SLAB

4" GUNNITE

TRIDI PANEL 
WALL SYSTEM

4" GUNNITE

1x3 BATTEN 
SIDING, TYP.

3x6 P.T. SILL PLATE 
W/ 5/8"Øx12" 
A.B. @ 4'-0", 
TYP., U.O.N.

GYP. BD.

1x6 BASE BOARD

3"

#3 @ 12" E.W.,
CENTERED IN 
4" GUNNITE, TYP.

3" CLR, TYP. 
@ BOTTOM

12
"

2-#4 GR60

SLAB

1x3 BATTEN SIDING, TYP.

GYP. BD.

3x6 SILL PLATE 
W/ 5/8"Øx12" 
A.B. @ 4'-0", TYP. 
U.O.N.

2x6 PT PLATE

4" GUNNITE

FLASHING CAP

FROM 3x10

2" PISE

4" GUNNITE

10º

BITUTHANE WRAP

#3 @ 12" E.W.

#4 @ 12" 
E.W.

4" MIN. GUNNITE

CONC. SLAB

LOEWEN DOOR AND THRESHOLD

1-1/2" INSUL.

LVL 
LEDGER

2" PISE

2" GUNNITE

1x T&G WOOD FLOORING
O/ 1-1/2" CONC. W/ RADIANT HEAT
O/ 3/4" PLYWD

FLASHING CAP

WATERPROOFING 
& FILTER FABRIC

TRIDI PANEL 
SYSTEM

NOTE:
SEE 5/A6.1 FOR MIN. TYP. 
WDW. & DOOR FLASHING 
REQS.

10
"

15°

6"
 M

IN
. 

N.
T.

S.

SEE:  X/A6.1 FOR 
TYP. WDW. 
INFORMATION

1" SILL

TYP. WDW 
FRAMING, ALIGN TO 
INSIDE OF SILL 
PLATE

2x6 PT PLATE

4" GUNNITE

993'-0"

TRIDI PANEL WALL 
SYSTEM

3x6 P.T. SILL 
PLATE, TYP. W/ 
5/8"Øx12" A.B. @ 
4'-0", U.O.N.

A.B.

BP5/8-2, TYP.

#4 @ 12" E.W., 
CENTERED IN ALL 4" 
GUNNITE RETAINING 
WALLS (#3 @ 12" 
E.W. OTHERWISE)

GYP. BD.

2
6

TRIDI PANEL WALL 
SYSTEM W/ 4" PISE

.145"Ø @ 8" POWDER 
ACTUATED FASTENER4"

6

2

GYP. BD.

6x10

P.T. 2x6

62

1 X 3 BATTEN, AS 
SHOWN ON ELEVATIONS

HARDIE PANEL SIDING
O/ 15 LB B.P.
O/ 1/2" PLYWD.
O/ 2x6 FRAMING

BLOWN CELLULOSE
INSULATION

2

6

2 1/2"

2 
1/

2"

2 4

2" PISE

2" GUNNITE

TRIDI PANEL 
WALL SYSTEM

12"-11 GA. 
MESH TO EACH 
FACE, TYP. @ 
SIM.

LAP AND HOG RING 
PER MANUF.'S 
INSTRUCTIONS

GYP. BD.

2
6

BLDG. PAPER SET 
INTO 1" KERF

1/2" PLYWD.

SEALANT @ EDGE 
OF HARDIE PANEL

1x3 BATTEN

2x2 WIRE MESH 
TO 2x6

TRIDI PANEL WALL 
SYSTEM

.145"Ø POWDER 
ACTUATED FASTENER

P.T. 2x6

TYP. MESH

2", TYP.

4"

2-#6 AT HIGH STRENGTH 
WALLS, 2-#4 GR60 
OTHERWISE, TYP. @ JAMBS

2 6

HARDIE PANEL SIDING
O/ 15 LB B.P.
O/ 1/2" PLYWD.

3x6 RDWD POST

RDWD DRIP 
CAP ABOVE

KERF CUT PISE
FOR METAL 
FLASHING

2" PISE

4" GUNNITE

2" GUNNITE

FINISHED TRIM 
CAP ABOVE

2" PISE

4 6

LAP SIDING O/ B.P. 
O/ PLYWD.

SEALANT

5/8" GYP. BD. W/ L 
METAL EDGE @ PISE 

BLDG. PAPER TO 
TUCK IN BEHIND PISE

6

2

MOISTURE BARRIER 
AND LATHE AS REQ.

2

6

.145Ø POWDER 
ACTUALTED 
FASTENER @ 8"O.C.

1/2" PLYWD W/ 10d 
@ 6" TO B.O. BAY 
FRAMING

4x6 PTDF W/ A35 
TOP AND BOTOM

TRIDI PANEL 
WALL SYSTEM 
WITH 2" PISE 
OVER 2 " 
GUNNITE

2-#6 AT HIGH STRENGTH 
WALLS, 2-#4 GR60 
OTHERWISE, TYP. @ JAMBS


